
VTS AIS 140



Technical Specification

P a r a m e t e r s Description

Chipset Renesas RL78F13

Memory 8 MB solid state F lash, 100K Erase and Program Cycle

GSM Module Quad-band 850/900/1800/1900MHz

GPRS Multi-slot Class  12

GPRS Mobile Station Class B, Class 4 

GNSS Module GPS L1 Band Receiver (1575.42MHz) 

33 (Tracking) / 99 (Acquisition) 

Sensitivity:- Acquisition - 148dBm

Tracking -165dBm

Antennae Internal ( Option for External )

Communication Interface GPRS based TCP/IP 

UART Interface

CAN Interface

Record Storage/buffer 40000 Tracking Records



Technical Specification

P a r a m e t e r s Description

Speed Sensor GNSS

SIM Interface Supports both Embedded and normal SIM 1.8V & 3V (Micro 

SIM)

LED Indication GSM, GPS, System Process, Communication

Connector OBD II connector Port

Power Supply Wide DC input voltage range (9V - 32V)

Internal Battery 850mAh, 6 to 8 Hrs backup

Enclosure ABS plastic casing with IP67 rating

Sensor 3 Axis Accelerometer (Harsh acceleration, Harsh Braking 

and Cornering)

Ports 1-USB Device type B, 2 Analog Input , 4 Digital input, 2 

Digital output(O pen Drain)

1 RS232 Port

CAN Interface



Device View



Device View



Remote Cloud Application



Remote Tracking Details



Remote Cloud Reports



Block Diagram

RL78-F13

GSM Module 
M95 / UC95

GPS Module L86 
(with internal 

Antenna)

External Antenna Interface

4
 D

ig
it

al
 In

p
u

t
1.

 E
m

e
rg

e
n

cy
 N

C
2 

D
ig

it
al

 O
u

tp
u

t 
(O

p
e

n
 D

ra
in

)
2 

A
n

al
o

g
 In

p
u

t
S

e
ri

al
 P

o
rt

R
S

23
2

Battery Backup
700mAh – 850mAH

Input Power Supply
8V DC to 32V DC

Power and Battery 
Management unit

Memory to store 
40,000 data

8MB Flash (Op.)

3 Axis 
Accelerometer

3 Axis Gyromete

CAN Interface 
(Op.)


